
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

KONTINUITET 

IZOLACIJA 

PETLJA 

PSC 

PFC 

RCD(ELCB) 

NAPON 

FREKVENCIJA 

ROTACIJA FAZE 

UZEMLJENJE 

NOVA tehnologija za kompletno testiranje petlje bez okidanja na svim RCD tipovima. 

 
 
 
 
 
 
 
 

LAK ZA PODEŠAVANJE 
Rotacioni prekidač i funkcijski tasteri za 

biranje 

RCD fumkcije 

<Rotacija faze> 

RAZNOVRSNI LCD PRIKAZI 
 

<Konfiguracija> <Petlja> 

 
 
 
 
 
 
 

KVALITETNE I KORISNE 
TEST SONDE 

 

①Main Test Lead* 
 
②Remote Test Lead* 
 
③Distribution Board 

fused test lead* 
 

 

④Earth Test Leads & Auxiliary Earth Spikes 

MEMORIJA/USB/SOFTVER 
Interna memorija : MAX 1000 podataka 

 

 
 
 
 

 
Uključeni 

USB Adapter 
sa 

PC Softverom 
“KEW Report” 

 

* upotreba silikonske gume 



Specifikacije 

Kontinuitet (zaštita osigurača i specijalna karakteristika za sprečavanje iskakanja osigurača) 
Napon otvorenog kola (DC) Struja kratkog spoja Opseg Preciznost 

5V + 20% Veća od 200mA 20/200/2000Ω automatsko 

prebacivanje opsega 

0-0,19Ω + 0,1Ω 

0,2-2000Ω + (2%rdg+8dgt) 

2Ω zvučni signal: zvučni signal se oglašava kad je merena otpornost 2Ω ili manja. 

 

Otpornost izolacije (super brzo merenje) 
Napon otvorenog kola (DC) Struja kratkog spoja Opseg Preciznost 

250V + 25%-0% 1mA ili veća @250kΩ 20/200MΩ automatsko 

prebacivanje opsega 

0-19,99MΩ + (2%rdg+6dgt) 

20-200MΩ + (5%rdg+6dgt) 

500V + 25%-0% 1mA ili veća @500kΩ 

1000V + 20%-0% 1mA ili veća @1MΩ 

20/200/2000MΩ automatsko 

prebacivanje opsega 

0-199,9MΩ + (2%rdg+6dgt) 

200-2000MΩ + (5%rdg+6dgt) 

 

Impedansa petlje 
Funkcija Nominalni 

napon 

Nominalna test struja na 0Ω eksterne petlje 

Magnituda/Trajanje (na 230V) 

Opseg Preciznost 

L-PE 100-260V 

50/60Hz 

20Ω: 6A/20ms 

200Ω: 2A/20ms 

2000Ω: 15mA/500ms 

20/200/2000MΩ automatsko 

prebacivanje opsega 

230V+10%-15%+ (3%rdg+4dgt) 

ostali naponi: + (3%rdg+8dgt) 

L-PE 

(ATT) 

100-260V 

50/60Hz 

L-N: 6A/60ms 

N-PE: 10mA/približno 5s 

20/200/2000MΩ automatsko 

prebacivanje opsega L-N<20Ω 

230V+10%-15%+ (3%rdg+6dgt) 

ostali naponi: + (3%rdg+8dgt) 

PFC 

(ATT) 

100-500V 

50/60Hz 

L-N: 100-300V 

L-L: 300-500V 

20Ω: 6A/20ms 20Ω 230V+10%-15%+ (3%rdg+4dgt) 

ostali naponi: + (3%rdg+8dgt) 

 



PSC (L-N/L-L) / PFC (L-PE) 
Funkcija Nominalni 

napon 

Nominalna test struja na 0Ω eksterne petlje 

Magnituda/Trajanje (na 230V) 

Opseg Preciznost 

PSC 100-500V 

50/60Hz 

6A/20ms 

PFC 6A/20ms 

2A/20ms 

15mA/500ms 

PFC 

(ATT) 

100-260V 

50/60Hz 
L-N: 6A/60ms 

N-PE: 10mA/približno 5s 

2000A–20kA  

automatsko prebacivanje 

opsega 

PSC/PFC preciznost se dobija od 

izmerene specifikacije impedanse 

petlje i izmerene specifikacije 

napona. 

 

RCD 
Preciznost 

Struja okidanja 

Funkcija Nominalna struja Opseg 

AC tip A tip 

Vreme okidanja 

X1/2 10/30/100/300/500/1000mA 2000ms -8% - -2% -10% - 0% 

X1 10/30/100/300/500/1000mA G:550ms/S:1000ms +2% - +8% 0% - +10% 

X5 10/30/100mA 410ms +2% - +8% 0% - +10% 

Auto Ramp 10/30/100/300/500mA 20%-110%(po 10%) 

G:300ms/S:500msX10puta 

+4% +10% 

+ (1%rdg+3dgt) 

Auto Test  

Uc 10/30/100/300/500/1000mA 0,0-100,0V +5% - +15%rdg+8dgt 

Nominalni napon: 230V+ 10%-15% 50/60Hz 

Napon 
Funkcija Nominalni napon Opseg Preciznost 

Napon 25-500V + (2%rdg+4dgt) 

Frekvencija 

25-500V 

45/65Hz 45,0-65,0Hz + (0,5%rdg+2dgt) 

 

Uzemljnje 
Trožični test otpora uzemljenja 

100Ω>dodatna otpornost uzemljenja 

 
 
Rotacija faze 
Nominalni napon Napomene 

50-500V, 50/60Hz Korektne faze:“1-2-3”&CW Mark,  Obrnute faze:“3-2-1”&CCW Mark 

Merni opseg Preciznost 

20/200/2000Ω automatsko 

prebacivanje opsega 

20Ω: + (3%rdg+0,1Ω) 

200/2000Ω: + (3%rdg+3dgt) 



 
 

Ostale specifikacije  

Primenjivi 
standardi 

IEC61010-1:2001, CAT III.300V  Pollution Degree 2,        IEC61557-1,2,3,4,5,6,7,:2007,  -10:2001 
IEC61010-031:2002 

Izvor 
napajanja LR6x8 

Dimenzije 136 * 235 * 114 mm 
Težina 1350g 

Dodaci Main Test Lead, Remote Test Lead, Distribution Board fused test lead, Earth Tests Lead and Auxiliary Earth Spikes, 
Test Lead Carry pouch, Carrying Bag, Instruction Manual, Battery, USB Adaptor with PC Software “KEW Report” 

Jezik 

Version 1: English is available.  (Launch in June, 2008)   
Version 2: English / French / Spanish / Italian / Russian / Polish will be available and selectable on the LCD. 

 (Will launch in 2008)  
Remark:  Upgrading the firmware of version 1 to version 2 is not possible.  

 
 
 
 
 
 

Melco Buda d.o.o. 

- kancelarija u Beogradu: Hadži Nikole Živkovića br.2 

Poslovna zgrada Iskra komerc, kancelarija 15/ II sprat 

tel: 011/ 2181 609, tel/fax: 011/ 3286 445 

e mail: office-beograd@melcobuda.co.yu , budimir.melcobuda@gmail.com  

 www.melcobuda.co.yu ,  www.kyoritsu-instrumenti.com , www.termovizija.com

 

- kancelarija u Despotovcu: Saveza Boraca br.7, 35213 Despotovac, Srbija 

tel:+381 35 612 916, fax:+381 35 613 319, mob. +381 63 8003370 

e mail: melcobuda@ptt.yu , office@kyoritsu-instrumenti.com , melcobuda@neobee.net

 

- Germany address: Quer strasse 18 Offenbach 
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